
OPNAVINST 5530.14C CH-2
May 1, 2001

3-1

CHAPTER 3

PART ONE

PHYSICAL SECURITY MEASURES

0300. SECURITY MEASURES

a. Physical security measures are necessary to establish
or maintain an adequate command physical security posture. Where
appropriate and feasible, physical security measures are to be
coordinated and integrated on a regional basis.

b. Physical security measures are a combination of active
or passive systems, devices, and security personnel used to
protect a security interest from possible threats. These
measures include:

(1) Security forces and owner or user personnel.

(2) Military working dogs.

(3) Physical barriers, facility hardening and active
delay or denial systems.

(4) Secure locking systems, containers, and vaults.

(5) Intrusion detection systems.

(6) Assessment or surveillance systems (i.e., closed-
circuit television or thermal imagers).

(7) Protective lighting.

(8) Badging systems, access control devices, material
or asset tagging systems, and contraband detection equipment.

0301. ANTITERRORISM AND FORCE PROTECTION MEASURES.
Antiterrorism and force protection standards and measures are
addressed in references (g) through (j).

0302. SECURITY OF FUNDS. Unless more specific measures are
prescribed by other authorities, funds including cash and readily
negotiable instruments will be protected in a manner that is
clearly appropriate for the amount of money involved. Commanding
officers shall not send armed money escorts off base without
approval from the local authorities and/or the regional
commander.

0303. LOSS REPORTING. Requirements and guidelines for reporting
loss of arms, ammunition and explosives are outlined in reference
(e).
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refueling capability for worldwide American interests. Many of
these aircraft, because of their large size or mission tasking,
are an attractive target. This is particularly true at
installations where their presence is unusual, they are on
display, or are located at civilian or foreign airfields. Refer
to the security requirements matrix (table 3-1) to determine the
minimum security to be provided for nonalert aircraft. These
requirements apply to aircraft on display or located at civilian
or foreign airfields. Special or increased requirements for
specific operational configuration must be identified in advance
(when possible) to host security forces.

b. Security forces in support of aircraft must be
notified before a visit to the aircraft is allowed to take place.
Any change in security priorities based on operational status
must be identified to the host installation.

c. The aircraft commander determines if security is
adequate.

0311. EMERGENCY SITUATIONS

a. Initial security for aircraft that crash or are forced
to land outside a military installation is the responsibility of
the nearest military installation. The owning Service will
respond and assume on-site security as soon as possible.

b. In the above emergency situations, security must:

(1) Ensure the safety of civilian sightseers.

(2) Prevent tampering with or pilfering from the
aircraft.

(3) Preserve the accident scene for later
investigation.

(4) Protect classified cargo and aircraft components.

0312. STANDOFF

a. The standoff zone, also referred to as the setback
area, is the second tier of defense and includes that space
between the outer perimeter of the site and the exterior of what
you are protecting. Standoff zones provide time delays and more
importantly, abatement of blast effects.

b. To mitigate the effectiveness of a vehicle bomb
attack, commanders shall be continually vigilant against allowing
vehicle parking near high density buildings and on piers. Every
attempt should be made to establish minimum standoff distances,
which vary depending on the type of construction, level of
protection desired and proximity of perimeter barriers. It is
important to understand that explosive effects decay with
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increased distance. The following are recommended minimum
distances:

(1) Structural:

- 80 feet during THREATCON ALPHA*
- 100 feet during THREATCON BRAVO
- 400 feet during THREATCONs CHARLIE and DELTA

All new construction, facility modifications and
MILCON projects shall comply with paragraphs 0120,
0121 and 0122 of this manual as well as the Deputy
Under Secretary of Defense for Installations,
Interim DoD Antiterrorism/Force Protection
Construction Standards of 16 Dec 99.

* Unless otherwise hardened in compliance with DoD
standards cited above.

(2) Pierside:

- 50 feet during THREATCON NORMAL
- 100 feet during THREATCONs ALPHA and BRAVO
- 400 feet during THREATCONs CHARLIE and DELTA

Every effort should be made to achieve 100 foot
CONUS and 400 foot OCONUS standoff as written in
OPNAVINST 3300.55 ‘NAVY COMBATING TERRORISM
PROGRAM STANDARDS’. Distances are only applicable
when an asset is present at pier.

(3) Waterside:

- 100 feet during THREATCON NORMAL
- 200 feet during THREATCONs ALPHA and BRAVO
- 400 feet during THREATCONs CHARLIE and DELTA

The above waterside standoff distances represent
the outboard dimension of the innermost zone.
Achievable standoff may vary based on existing
structures, proximity of navigable waterways
and/or as allowed by host nation agreements.

0313. HARBOR SURVEILLANCE AND WATERSIDE/WATERWAY SECURITY.
Commanding officers will ensure waterways adjacent to afloat
assets are under appropriate surveillance, and where possible and
as the threat dictates, or as otherwise directed, adequately
patrolled.


















